
Grades: NUMBER 1 GRADE: Clear Types:  16‐inch (405mm) FIVE X

heartwood, 100% edge grain, no 18‐inch (455mm) PERFECTIONS

defects. 24‐inch (610mm) ROYALS.

NUMBER 2 GRADE: Clear face 5pcs /2 ‐inch (5/50mm) FIVE X
from butt‐end: 10‐inch (250mm) on  5pcs/2  1/4‐inch (5/55mm) PERFECTIONS
 FiveX shingles, 11‐inch (280mm) on  4 pcs/2‐inch (4/50mm) ROYALS.

Perfection Shingles, 16‐inch (405mm) 

on Royal Shingles. Limited sapwood  Widths: Random, 4‐inch (100mm)
and flat grain, limited knots and  minimum with 10% 3‐inch
defects above clear portion.  (75mm) on #1 grade FiveX and Perfections 

only,  20% 3‐inch (75mm) on #2 Grade, 
Available Finishes:    All Sidewall Shingles are 30% 3‐inch (75mm) on # 3 grade, 

rebutted and rejointed for parallel  14‐inch (350 mm) maximum.
edges. Additionally they can be Sanded,
Straited (Grooved), Primed white or  1 Box= 100 square feet @ 14" Exposure
grey. Custom Staining is also available. 1 Box = 50 square feet @ 7" Exposure
  1/2 Box quantities available.

Maximum Recommended Exposure: 

#1  #2 #1 #2 #1 #2
Blue Red  Blue Red Blue Red

Label Label Label Label Label Label

7" 7 " 8" 8" 10 1/2" 10 1/2"
(178mm) (178mm) (203mm) (203mm) (267mm) (267mm)

12 " 12" 14" 14" 16" 16"
(305mm) (305mm) (355mm) (355mm) (405mm) (405mm)
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24‐inch (610mm) 
Royals

 CEDAR SIDEWALL SHINGLES

Thicknesses: 

Packaging: 

16‐inch (405mm)  18‐inch (455mm) 

Single Course

Double Course 

FiveX Perfections


